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47dB

30mn

According to french Standards

According to French Standards

Stability*
Climate III

Door leaf : Door leaf : (also available as a pair)(also available as a pair)
Huet multi-layer acoustic core. Thickness : 48 mm  Huet multi-layer acoustic core. Thickness : 48 mm  
High stability leaf due to the inclusion of 2 steel sheets.High stability leaf due to the inclusion of 2 steel sheets.

Door frame :Door frame :
Available in Hardwood (our choice) or by request either EuropeanAvailable in Hardwood (our choice) or by request either European
Oak or beech.
Rebated mono-block frame, in a selection of widths from a minimum Rebated mono-block frame, in a selection of widths from a minimum 
section of 68 x 68 mm up to 178 mm wide.section of 68 x 68 mm up to 178 mm wide.

Ironmongery :Ironmongery :
4 lift/off hinges - 160 x 70 mm 4 lift/off hinges - 160 x 70 mm 

PerImeter seals :meter seals :
Intumescent seals are factory fitted to the exposed edges of Intumescent seals are factory fitted to the exposed edges of 
the doorleaf.
Tested to the French standard for FD 30. Tested to the French standard for FD 30. 
Combined smoke and acoustic seals are fitted within the frame Combined smoke and acoustic seals are fitted within the frame 
and leaf. This seal has been tested to meet both smoke control and leaf. This seal has been tested to meet both smoke control 
and acoustic performance.and acoustic performance.

ChoICe of Door fae of Door faCIngs :
• Primed 
• Wood veneer species to match approved samples • Wood veneer species to match approved samples 
• Laminated 
• White RAL 9010 paint finish• White RAL 9010 paint finish

oPtIons :
• Concealed door closer Dorma ITS 96 • Concealed door closer Dorma ITS 96 • Concealed door closer Dorma ITS 96 
• Selection of Glazed vision panels• Selection of Glazed vision panels• Selection of Glazed vision panels

f en HZ R en dB
100 30
125 26
160 29
200 33
250 37
315 41
400 44
500 48
630 49
800 50
1000 50
1250 49
1600 50
2000 52
2500 52
3150 51
4000 50
5000 48

f en HZ R en dBR en dB
100 30
125 26
160 29
200 33
250 37
315 41
400 44
500 48
630 49
800 50
1000 50
1250 49
1600 50
2000 52
2500 52

5000 48

513150
504000
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HIGH Performance
TIMBER acoustic Doorsets

• ISa DX 45 (Single leaf)

Acoustic PerformAnce GrAPh :

*Climate III :
Stability of the door leaf is an important factor to consider, particularly in areas of varying temperatures between rooms or rooms and corridors.
Any distortion of the door leaf will result in the seals not working properly.
With the inclusion of 2 steel sheets and other materials, Huet door leafs offer less than 1mm of distortion.
This results in a door leaf and seal continues to perform in differing temperatures.
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HIGH Performance
TIMBER acoustic Doorsets

• ISa DX 45 (Single leaf)
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Dimensions shown on the drawings are in milimeters


